
 

  

Option - HS Turntable 



1 Technical Data 

1.1 Machine 

Speed 3-12 revolutions per minute 
Clearance height Depends on the mast/column used 

Environment Clean, dry, non-aggressive 
Operating temperature 0 to +45 oC 

 

1.2 Electric 

 

Connection 1x230 VAC - 50 Hz, with protective earth 

Installed power 1.1 kW 
Insulation class  IP 54 

 

1.3 Dimensions and weight 

 

Weight - 

Dimensions (L x W x H) 2568x726x85 mm, turntable Ø1650 mm 
(Depending on model and version) 

Product dimensions 1200x1000 mm 
Loaded height Depends on the mast/column used 

Weight loaded pallet turntable Min. 200 kg / max. 1250 kg 

Film width to be processed Depends on the mast/column used 
Film thickness Depends on the mast/column used 

 

  



2 Components 
Machine components with number and article number  
When purchasing the HS option, the following parts belong to the Turntable.  

 
*Layout may differ from reality. 



NO. QTY. Part number Description 

1 1 SZLS0D04 bolt cover 

2 1 SZLS2W0101 M turntable  

3 1 SZLS2L02 cover plate 

4 5 GB/T276-1994 Double sealed deep groove ball bearings6205-2z 

5 5 SZLS0D12 Transition Sprocket 

6 5 GB/T 893.1-1986 A type elastic circlip for hole 52 

7 1 SZLS1R01 loading board 

8 14 SZLS0D0203 driving wheel 

9 14 GB/T 276-1994 deep groove ball bearing 6302-2Z 

10 14 GB/T 893.1-1986 damper circlip for hole 42 

11 7 SZLS0D0204 long damper circlip 

12 7 SZLS0D0201 wheel shaft 

13 7 SZLS0D0202 short damper circlip 

14 3 SZLS0D05 driving sprocket 

15 8 GB/T 894.1-1986 A type Shaft elastic ring 25 

16 3 SZLS0D06 friction wheel 

17 6 GB/T276-1994 deep groove ball bearing 6005 

18 3 SZLS1R04 driving sprocket shaft 

19 1 SZLS2W02 turntable base  

20 1 GB/T 301-1995 Thrust ball bearing 51114 

21 1 GB/T 276 506040 506040 Inlaid solid lubrication bearing 

22 1 SZLS2L05 motor cover 

23 1 ZV28-750W-10-S-B reducer motor (with brake) 

24 1 SZLS0D11 reducer mounting plate 

25 1 SZLS2L04A small sprocket 

 


